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BATTERY
DISCONNECT
/ CIRCUIT
BREAKER

4" THICK 3500PSI
STEEL-REINFORCED
CONCRETE PAD

TOWER
ANCHORED
TO WALL

Specifications
Model: 

Rated Load: 
Drive: 

Supply Power: 
Operating Power: 

Control Power: 
Platform: 

Lift Height: 
Speed: 

Controls: 
Safety Features: 

CL25
750 lbs
Dual winding drum / 24 VDC 
500 watt motor w/brake
120 VAC 15A
24 VDC (DUAL 12V 10AH BATTERIES)
5 VDC
36” x 36" or 42" x 42"
1" - 240"
15-18 fpm
Constant pressure rocker switch
Floor limit switches, final limit switch,
slack cable brake

CARGO LIFT

6/16/
2025

PLATFORM SIZE A B C D E
36X36 (SHOWN) 36" 36" 53-3/4" 42-3/8" 33-1/4"

42X42 42" 42" 59-3/4" 48-3/8" 36-1/4"

MODEL X Y
CL25-4' 51" 103"

CL25-6' (SHOWN) 75" 127"
CL25-8' 99" 151"

CL25-10' 123" 175"
CL25-12' 147" 199"
CL25-14' 171" 223"
CL25-16' 195" 247"
CL25-18' 219" 271"
CL25-20' 243" 295"
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TITLE:

SIZE

B
DWG.  NO. REV

WEIGHT: 2715.33SCALE: SHEET 1 OF 1

TYP-CL25

Staying Home Corporation
2501 Anaconda Rd
Harrisonville, MO 64701
816-380-2427
www.stayinghome.com


